
Masterthesis

Bachelorthesis

ADP

ARP

Theoretisch

Experimentell

Konstruktiv

Numerisch

HiWi-Stelle

WiMi-Stelle

Für die 

Anrechnung im

Bereich Aerospace 

Engineering 

geeignet

Die Reduktion kunststoffbasierter Einwegverpackungen wird 
sowohl gesellschaftlich als auch politisch vermehrt gefordert und 
kann z.B. durch die Substitution mit Verpackungen aus Papier 
erfolgen. Eine Herausforderung sind die im Tiefziehen 
auftretenden Falten. Um diese genauer betrachten zu können, 
wird ein teiltransparentes Werkzeug verwendet. Bei einem 
prototypischen Werkzeugaufbau hat sich gezeigt, dass Verschleiß 
auftritt und die Transparenz negativ beeinflusst.
Im Rahmen dieser Thesis soll daher untersucht werden, welche 
Materialien unter den gegebenen Bedingungen für den Einsatz in 
einem transparenten Werkzeug geeignet sind. Dazu sind folgende 
Arbeitspakete zu bearbeiten, die am besten in einem persönlichen 
Gespräch diskutiert und ggf. angepasst werden können:

• Recherche und Auswahl geeigneter transparenter Materialien

• Konzeption und Durchführung von Versuchen mit 
Probekörpern zur Bestimmung der Verschleißfestigkeit unter 
prozessnahen Bedingungen

• Untersuchung der Auswirkungen von 
Oberflächenbehandlungsmethoden auf die Verschleißfestigkeit

• Untersuchung der reibungselektrischen Eigenschaften der 
Materialpaarungen

The reduction of plastic-based disposable packaging is increasingly 
demanded both socially and politically and can be achieved, for 
example, by substituting it with paper packaging. One challenge is 
the formation of wrinkles during deep drawing. A partially 
transparent tool is used to study these wrinkles. A prototype tool 
design has shown that wear occurs and negatively affects the 
transparency.

The aim of this thesis is therefore to analyse which materials are 
suitable for use in a transparent tool under the given conditions. 
To this end, the following work packages are to be processed, 
which can best be discussed and, if necessary, adapted in a 
personal meeting:

• Research and selection of suitable transparent materials

• Design and execution of tests with test specimens to determine 
the wear resistance under process-like conditions

• Investigation of the effect of surface treatment methods on 
wear resistance

• Investigation of the friction-electric properties of the material 
pairings
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Verschleiß an der Matrize
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